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by a foundry coke producer, as deter-
mined by the procedures in 
§ 63.309(d)(1); 

(ii) 3.3 percent leaking coke oven 
doors for each by-product coke oven 
battery not subject to the emission 
limitation in paragraph (a)(3)(i) of this 
section, as determined by the proce-
dures in § 63.309(d)(1); 

(iii) 0.4 percent leaking topside port 
lids, as determined by the procedures 
in § 63.309(d)(1); 

(iv) 2.5 percent leaking offtake sys-
tem(s), as determined by the proce-
dures in § 63.309(d)(1); and 

(v) 12 seconds of visible emissions per 
charge, as determined by the proce-
dures in § 63.309(d)(2). 

(b) Except as provided in paragraph 
(c) of this section, no owner or operator 
shall cause to be discharged or allow to 
be discharged to the atmosphere, coke 
oven emissions from a by-product coke 
oven battery subject to the applica-
bility requirements in § 63.300(b) that 
exceed any of the following emission 
limitations: 

(1) 0.0 percent leaking coke oven 
doors, as determined by the procedures 
in § 63.309(d)(1); 

(2) 0.0 percent leaking topside port 
lids, as determined by the procedures 
in § 63.309(d)(1); 

(3) 0.0 percent leaking offtake sys-
tem(s), as determined by the proce-
dures in § 63.309(d)(1); and 

(4) 34 seconds of visible emissions per 
charge, as determined by the proce-
dures in § 63.309(d)(2). 

(c) The emission limitations in para-
graph (b) of this section do not apply to 
the owner or operator of a by-product 
coke oven battery that utilizes a new 
recovery technology, including but not 
limited to larger size ovens, operation 
under negative pressure, and processes 
with emission points different from 
those regulated under this subpart. An 
owner or operator constructing a new 
by-product coke oven battery or recon-
structing an existing by-product recov-
ery battery that utilizes a new recov-
ery technology shall: 

(1) Notify the Administrator of the 
intention to do so, as required in 
§ 63.311(c); and 

(2) Submit, for the determination 
under section 112(g)(2)(B) of the Act, 
and as part of the application for per-

mission to construct or reconstruct, all 
information and data requested by the 
Administrator for the determination of 
applicable emission limitations and re-
quirements for that by-product coke 
oven battery. 

(d) Emission limitations and require-
ments applied to each coke oven bat-
tery utilizing a new recovery tech-
nology shall be less than the following 
emission limitations or shall result in 
an overall annual emissions rate for 
coke oven emissions for the battery 
that is lower than that obtained by the 
following emission limitations: 

(1) 4.0 percent leaking coke oven 
doors on tall by-product coke oven bat-
teries, as determined by the procedures 
in § 63.309(d)(1); 

(2) 3.3 percent leaking coke oven 
doors on short by-product coke oven 
batteries, as determined by the proce-
dures in § 63.309(d)(1); 

(3) 2.5 percent leaking offtake sys-
tem(s), as determined by the proce-
dures in § 63.309(d)(1); 

(4) 0.4 percent leaking topside port 
lids, as determined by the procedures 
in § 63.309(d)(1); and 

(5) 12 seconds of visible emissions per 
charge, as determined by the proce-
dures in § 63.309(d)(2). 

[58 FR 57911, Oct. 27, 1993, as amended at 70 
FR 20013, Apr. 15, 2005] 

§ 63.303 Standards for nonrecovery 
coke oven batteries. 

(a) Except as provided in § 63.304, on 
and after December 31, 1995, no owner 
or operator shall cause to be dis-
charged or allow to be discharged to 
the atmosphere coke oven emissions 
from each affected existing non-
recovery coke oven battery that exceed 
any of the following emission limita-
tions or requirements: 

(1) For coke oven doors; 
(i) 0.0 percent leaking coke oven 

doors, as determined by the procedures 
in § 63.309(d)(1); or 

(ii) The owner or operator shall mon-
itor and record, once per day for each 
day of operation, the pressure in each 
oven or in a common battery tunnel to 
ensure that the ovens are operated 
under a negative pressure. 

(2) For charging operations, the 
owner or operator shall implement, for 
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each day of operation, the work prac-
tices specified in § 63.306(b)(6) and 
record the performance of the work 
practices as required in § 63.306(b)(7). 

(b) No owner or operator shall cause 
to be discharged or allow to be dis-
charged to the atmosphere coke oven 
emissions from each affected new non-
recovery coke oven battery subject to 
the applicability requirements in 
§ 63.300(b) that exceed any of the fol-
lowing emission limitations or require-
ments: 

(1) For coke oven doors; 
(i) 0.0 percent leaking coke oven 

doors, as determined by the procedures 
in § 63.309(d)(1); or 

(ii) The owner or operator shall mon-
itor and record, once per day for each 
day of operation, the pressure in each 
oven or in a common battery tunnel to 
ensure that the ovens are operated 
under a negative pressure; 

(2) For charging operations, the 
owner or operator shall install, oper-
ate, and maintain an emission control 
system for the capture and collection 
of emissions in a manner consistent 
with good air pollution control prac-
tices for minimizing emissions from 
the charging operation; 

(3) For charging operations, the 
owner or operator shall implement, for 
each day of operation, the work prac-
tices specified in § 63.306(b)(6) and 
record the performance of the work 
practices as required in § 63.306(b)(7). 

(4) 0.0 percent leaking topside port 
lids, as determined by the procedures 
in § 63.309(d)(1) (if applicable to the new 
nonrecovery coke oven battery); and 

(5) 0.0 percent leaking offtake sys-
tem(s), as determined by the proce-
dures in § 63.309(d)(1) (if applicable to 
the new nonrecovery coke oven bat-
tery). 

(c) Except as provided in § 63.304, the 
owner or operator of any nonrecovery 
coke oven battery shall meet the work 
practice standards in paragraphs (c)(1) 
and (2) of this section. 

(1) The owner or operator shall ob-
serve each coke oven door after charg-
ing and record the oven number of any 
door from which visible emissions 
occur. Emissions from coal spilled dur-
ing charging or from material trapped 
within the seal area of the door are not 
considered to be a door leak if the 

owner or operator demonstrates that 
the oven is under negative pressure, 
and that no emissions are visible from 
the top of the door or from dampers on 
the door. 

(2) Except as provided in paragraphs 
(c)(2)(i) and (ii) of this section, if a 
coke oven door leak is observed at any 
time during the coking cycle, the 
owner or operator shall take corrective 
action and stop the leak within 15 min-
utes from the time the leak is first ob-
served. No additional leaks are allowed 
from doors on that oven for the re-
mainder of that oven’s coking cycle. 

(i) Except as provided in paragraph 
(c)(2)(ii) of this section, the owner or 
operator may take corrective action 
and stop the leak within 45 minutes 
(instead of 15 minutes) from the time 
the leak is first observed for a max-
imum of two times per battery in any 
semiannual reporting period. 

(ii) If a worker must enter a cokeside 
shed to stop a leaking door under the 
cokeside shed, the owner or operator 
shall take corrective action and stop 
the door leak within 45 minutes (in-
stead of 15 minutes) from the time the 
leak is first observed. The evacuation 
system and control device for the 
cokeside shed must be operated at all 
times there is a leaking door under the 
cokeside shed. 

(d) The owner or operator of a new 
nonrecovery coke oven battery shall 
meet the emission limitations and 
work practice standards in paragraphs 
(d)(1) through (4) of this section. 

(1) The owner or operator shall not 
discharge or cause to be discharged to 
the atmosphere from charging oper-
ations any fugitive emissions that ex-
hibit an opacity greater than 20 per-
cent, as determined by the procedures 
in § 63.309(j). 

(2) The owner or operator shall not 
discharge or cause to be discharged to 
the atmosphere any emissions of par-
ticulate matter (PM) from a charging 
emissions control device that exceed 
0.0081 pounds per ton (lbs/ton) of dry 
coal charged, as determined by the pro-
cedures in § 63.309(k). 

(3) The owner or operator shall ob-
serve the exhaust stack of each charg-
ing emissions control device at least 
once each day of operation during 

VerDate Aug<31>2005 11:47 Jul 29, 2008 Jkt 214150 PO 00000 Frm 00412 Fmt 8010 Sfmt 8010 Y:\SGML\214150.XXX 214150eb
en

th
al

l o
n 

P
R

O
D

P
C

68
 w

ith
 C

F
R



403 

Environmental Protection Agency § 63.304 

charging to determine if visible emis-
sions are present and shall record the 
results of each daily observation or the 
reason why conditions did not permit a 
daily observation. If any visible emis-
sions are observed, the owner or oper-
ator must: 

(i) Take corrective action to elimi-
nate the presence of visible emissions; 

(ii) Record the cause of the problem 
creating the visible emissions and the 
corrective action taken; 

(iii) Conduct visible emission obser-
vations according to the procedures in 
§ 63.309(m) within 24 hours after detect-
ing the visible emissions; and 

(iv) Report any 6-minute average, as 
determined according to the proce-
dures in § 63.309(m), that exceeds 10 per-
cent opacity as a deviation in the semi-
annual compliance report required by 
§ 63.311(d). 

(4) The owner or operator shall de-
velop and implement written proce-
dures for adjusting the oven uptake 
damper to maximize oven draft during 
charging and for monitoring the oven 
damper setting during each charge to 
ensure that the damper is fully open. 

[58 FR 57911, Oct. 27, 1993, as amended at 70 
FR 20013, Apr. 15, 2005] 

§ 63.304 Standards for compliance date 
extension. 

(a) An owner or operator of an exist-
ing coke oven battery (including a 
cold-idle coke oven battery), a padup 
rebuild, or a brownfield coke oven bat-
tery, may elect an extension of the 
compliance date for emission limits to 
be promulgated pursuant to section 
112(f) of the Act in accordance with sec-
tion 112(i)(8). To receive an extension 
of the compliance date from January 1, 
2003, until January 1, 2020, the owner or 
operator shall notify the Adminis-
trator as described in § 63.311(c) that 
the battery will comply with the emis-
sion limitations and requirements in 
this section in lieu of the applicable 
emission limitations in § 63.302 or 
63.303. 

(b) Except as provided in paragraphs 
(b)(4), (b)(5), and (b)(7) of this section 
and in § 63.305, on and after the dates 
specified in this paragraph, no owner or 
operator shall cause to be discharged 
or allow to be discharged to the atmos-
phere coke oven emissions from a by- 

product coke oven battery that exceed 
any of the following emission limita-
tions: 

(1) On and after November 15, 1993; 
(i) 7.0 percent leaking coke oven 

doors, as determined by the procedures 
in § 63.309(d)(1); 

(ii) 0.83 percent leaking topside port 
lids, as determined by the procedures 
in § 63.309(d)(1); 

(iii) 4.2 percent leaking offtake sys-
tem(s), as determined by the proce-
dures in § 63.309(d)(1); and 

(iv) 12 seconds of visible emissions 
per charge, as determined by the proce-
dures in § 63.309(d)(2). 

(2) On and after January 1, 1998; 
(i) For coke oven doors: 
(A) 4.3 percent leaking coke oven 

doors for each tall by-product coke 
oven battery and for each by-product 
coke oven battery owned or operated 
by a foundry coke producer, as deter-
mined by the procedures in 
§ 63.309(d)(1); and 

(B) 3.8 percent leaking coke oven 
doors on each by-product coke oven 
battery not subject to the emission 
limitation in paragraph (b)(2)(i)(A) of 
this section, as determined by the pro-
cedures in § 63.309(d)(1); 

(ii) 0.4 percent leaking topside port 
lids, as determined by the procedures 
in § 63.309(d)(1); 

(iii) 2.5 percent leaking offtake sys-
tem(s), as determined by the proce-
dures in § 63.309(d)(1); and 

(iv) 12 seconds of visible emissions 
per charge, as determined by the proce-
dures in § 63.309(d)(2). 

(3) On and after January 1, 2010, un-
less the Administrator promulgates 
more stringent limits pursuant to sec-
tion 112(i)(8)(C) of the Act; 

(i) 4.0 percent leaking coke oven 
doors on each tall by-product coke 
oven battery and for each by-product 
coke oven battery owned or operated 
by a foundry coke producer, as deter-
mined by the procedures in 
§ 63.309(d)(1); and 

(ii) 3.3 percent leaking coke oven 
doors for each by-product coke oven 
battery not subject to the emission 
limitation in paragraph (b)(3)(i) of this 
section, as determined by the proce-
dures in § 63.309(d)(1). 
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